PRODUCT BULLETIN
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GYPSUM LATH
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OPERATING SPECIFICATIONS:

(Refer to Process Bulletin BG-2 for General Specifications)

o . \mﬁ‘ﬂ“ pirers
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1. Slurry Setting Time {minutes}) 4.0 2 e ‘;Z A
, | i_'sm% 72.-3 24
2. Wet Slurry Weight (Lbs/cu.ft.} E
3. Wet Compressive Strength {psi) %@U— ' : 2%\400 235’7’“ '
4. Liner Abso.rphon Correction = Apply a 0.5 maximum pércanf solution of wetting agent
(Bulletin RM-BT14) by felt to the face of the base as required to meet the face paper

absorption specification.

5. - Use Flexogreph rust-orange ink (RM-~B-21) for printing on face of Duraleth.

PRODUCT SPECIFICATIONS:

(Refer to Product Bulletin BG-4 for Genercl Specifications)

Wet - Weight (Lbs/MSF) cx i e o« o o 2900-3100
Dry Weight (Lbs/MSF) 1950-2100
Average 2000.
Evaporation Loss (Lbs/MSF) 200-1100-

All Plants

Thickness - Average {inch) . 503 minimum

Thickness = individual reading (inch) - £ ,010 from average

Edge Hardness at take—off (Lbs) 8.0 minimum

End Peel ofter Sawing (inch) 1/8 moximum

P4

Flexural Strength minimum

Across grain {Lbs) 150

Parallel (Lbs) 60
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